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CONTROL METHOD OF PLASMA TV, A
BLUETOOTH TOUCH CONTROL PEN AND A
PLASMA TV

TECHNICAL FIELD

The present invention relates to the fields of plasma TV
technology and short-range wireless technology, also known
as BLUETOOTH technology, and particularly relates to a
control method of plasma TV, a a short-range wireless touch
control pen and a plasma TV.

BACKGROUND OF THE INVENTION

Due to the advantages of light weight, strong anti-jamming
capability, clear image and bright color, plasma TV finds
favor with more and more consumers. However, the control of
plasma TV still mainly stays on the traditional remote control,
which greatly limits the application of plasma TV.

The currently widely utilized touch screen technology
determines the position of the contact object sliding on the
screen based on the change of capacitance on a capacitance
screen or based on the change of resistance on a resistance
screen. But with respect for large screen TV, the costs ofthese
solutions are too expensive.

SUMMARY OF THE INVENTION

Therefore, the present invention provides a control method
of' plasma TV, a short-range wireless or BLUETOOTH touch
control pen and a plasma TV, realizes a novel touch control
solution for large screen plasma TVs, and the solution has
good user experience and low cost.

To achieve the aforesaid purpose, the technical solution of
the present invention is achieved as follows:

The present invention discloses a control method of plasma
TV, the method comprising:
configuring all or part of the pixel points of a plasma TV
screen to transmit a light signal carrying pixel position infor-
mation;
atouch control pen receiving the light signal by contacting the
screen, calculating the pixel coordinate values of the position
of the contact point on the screen according to the pixel
position information in the light signal, and transmitting the
calculated pixel coordinate values to the plasma TV via a
short-range-wireless or BLUETOOTH transmission;
the plasma TV conducting a corresponding operation accord-
ing to the received pixel coordinate values.

The pixel position information comprises: the time point of
screen-updating synchronizing signal, the time point of
updating the pixel residing line and the time point of updating
the pixel residing column;
the calculating the pixel coordinate values of the contact point
on the screen according to the pixel position information in
the light signal comprises: obtaining the ordinate value of
pixel according to the time difference between the time point
of updating the pixel residing line and the time point of
screen-updating synchronizing signal, obtaining the abscissa
value of pixel according to the time difference between the
time point of updating the pixel residing column and the time
point of screen-updating synchronizing signal.

The touch control pen receiving the light signal by contact-
ing the screen comprises: a light coupling element of the
touch control pen collecting the light signal by contacting the
screen, a filter amplifying circuit of the touch control pen
conducting filter amplifying and shaping process on the col-
lected light signal;
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the calculating the pixel coordinate values of the position of
the contact point on the screen according to the pixel position
information in the light signal comprises: a main controller of
the touch control pen calculating the pixel coordinate values
according to the pixel position information in the light signal
after filter amplifying and shaping process;

the transmitting the calculated pixel coordinate values to the
plasma TV via BLUETOOTH transmission comprises: the
BLUETOOTH radiofrequency module of the touch control
pen transmitting the calculated pixel coordinate values to the
plasma TV via BLUETOOTH wireless transmission.

The present invention further discloses a BLUETOOTH
touch control pen, the touch control pen comprises: a light
coupling element, a main controller and a BLUETOOTH
radiofrequency module, wherein:
the light coupling element is for collecting a light signal
carrying pixel position information by contacting a plasma
TV screen;
the main controller is for calculating the pixel coordinate
values of the contact point position of the light coupling
element on the screen according to the pixel position infor-
mation in the light signal collected by the light coupling
element;
the BLUETOOTH radiofrequency module is for transmitting
the pixel coordinate values calculated by the main controller
to the plasma TV via BLUETOOTH wireless transmission.

The light coupling element, by contacting the plasma TV
screen, collects the light signal carrying the time point of
screen-updating synchronizing signal, the time point of
updating the pixel residing line and the time point of updating
the pixel residing column;
the main controller obtains the ordinate value of pixel accord-
ing to the time difference between the time point of updating
the pixel residing line and the time point of screen-updating
synchronizing signal, and obtains the abscissa value of pixel
according to the time difference between the time point of
updating the pixel residing column and the time point of
screen-updating synchronizing signal.

The BLUETOOTH touch control pen further comprises: a
filter amplifying circuit, for transmitting the light signal col-
lected by the light coupling element to the main controller
after having been conducted filter amplifying and shaping
process.

The BLUETOOTH touch control pen further comprises:
a control button, for controlling the turn on/otf of the BLUE-
TOOTH touch control pen, BLUETOOTH linking and the
turn on/off of the light coupling element;
an indication light, for indicating the operating state of the
BLUETOOTH touch control pen.

The present invention further discloses a plasma TV, said
plasma TV comprises: a screen-updating configuring mod-
ule, a screen, a BLUETOOTH receiving module and an
operation processing module, wherein:
the screen-updating configuring module is for configuring all
or part of the pixel points of a screen to transmit a light signal
carrying pixel position information;
the BLUETOOTH receiving module is for receiving the pixel
coordinate values transmitted by the BLUETOOTH touch
control pen, and transmitting the pixel coordinate values to
the operation processing module;
the operation processing module is for conducting a corre-
sponding operation according to the received pixel coordinate
values.

The screen-updating configuring module is for configuring
all or part of the pixel points of a screen to transmit a light
signal carrying the time point of screen-updating synchroniz-
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ing signal, the time point of updating the pixel residing line
and the time point of updating the pixel residing column.

The operation processing module is for conducting prede-
termined operation or displaying drawing in the correspond-
ing pixel position according to the received pixel coordinate
values.

Thus, it is seen that the technical solution of the present
invention realizes a new control solution for plasma TV, by
configuring all or part of the pixel points of a plasma TV
screen to transmit the light signal carrying pixel position
information, touch control pen receiving light signal by con-
tacting the screen, calculating the pixel coordinate values of
the position of a contact point on the screen according to the
pixel position information in the light signal, and transmitting
the calculated pixel coordinate values via BLUETOOTH
transmission to the plasma TV, the plasma TV conducting a
corresponding operation according to the received pixel coor-
dinate values, and the solution has good user experience and
low cost.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is the flow chart of a control method for plasma TV
according to an example of the present invention;

FIG. 2 is a schematic diagram of conducting drawing by
using a BLUETOOTH touch control pen on a plasma TV
screen according to the example of the present invention;

FIG. 3 is a structural schematic diagram of a BLUE-
TOOTH touch control pen according to the example of the
present invention;

FIG. 41is a schematic diagram of the operating state switch-
ing of the BLUETOOTH touch control pen;

FIG. 5 is a structural schematic diagram of the plasma TV
according to the example of the present invention.

EMBODIMENTS OF THE PRESENT
INVENTION

In order to better understand the object, the technical solu-
tion and the advantage of the present invention, the embodi-
ment of the present invention will be further described in
details in combination with the attached drawings.

FIG. 1 is the flow chart of the control method of plasma TV
according to an example of the present invention. As shown in
FIG. 1, said method comprises:

101, configuring all or part of the pixel points of a plasma TV
screen to transmit a light signal carrying pixel position infor-
mation.

In this step, it is optional to configure all of the pixel points
of'aplasma TV screen to transmit a light signal carrying pixel
position information, it is also optional to configure part of the
pixel points of a plasma TV screen to transmit a light signal
carrying pixel position information, e.g., it is optional to
configure the spaced pixel point in each line (or each volume)
on the plasma TV screen to transmit a light signal carrying
pixel position information. For example, in each line, the
pixel points in odd number transmit a light signal carrying
pixel position information, while the light signal from the
pixel points in even number does not carry pixel position
information, and is transmitted as usual without change.

In this step, the specific form of pixel position information
can be configured according to actual condition, in one
example of the present invention, the pixel position informa-
tion is specifically: the time point of screen-updating syn-
chronizing signal, the time point of updating the pixel resid-
ing line and the time point of updating the pixel residing
column.
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The time period of completing each screen-updating of
plasma TV is fixed, e.g., 15.6 ms, herein, the time point of
screen-updating synchronizing signal is the startup time of
each screen-updating. The time point of each line-updating in
the plasma TV is different, and the time point of each column-
updating is different as well.

102, a touch control pen receiving a light signal by con-
tacting the screen, calculating the pixel coordinate values of
the position of the contact point on the screen according to the
pixel position information in the light signal, and transmitting
the calculated pixel coordinate values via BLUETOOTH
transmission to the plasma TV.

In this step, a light coupling element of the touch control
pen receives the light signal by contacting the screen, a filter
amplifying circuit of the touch control pen conducts filter
amplifying and shaping process on the collected light signal;
a main controller of the touch control pen calculates the pixel
coordinate values according to the pixel position information
in the light signal after filter amplifying and shaping process,
specifically: the ordinate value of pixel is obtained according
to the time difference between the time point of updating the
pixel residing line and the time point of screen-updating
synchronizing signal, the abscissa value of pixel is obtained
according to the time difference between the time point of
updating the pixel residing column and the time point of
screen-updating synchronizing signal.

Specifically, the pixel point residing line can be determined
by the time difference between the time point of updating the
pixel residing line and the time point of screen-updating
synchronizing signal, i.e., the ordinate value of pixel is deter-
mined, and the pixel point residing column can be further
determined by the time difference between the time point of
updating the pixel residing column and the time point of
screen-updating synchronizing signal, i.e., the abscissa value
of pixel can be determined.

A BLUETOOTH radiofrequency module of the touch con-
trol pen transmits the calculated pixel coordinate values via
BLUETOOTH wireless transmission to the plasma TV. 103,
the plasma TV conducting a corresponding operation accord-
ing to the received pixel coordinate values.

In this step, according to the received pixel coordinate
values, the plasma TV conducts predetermined operation
(e.g., the position that the touch control pen points is to close
acertain window etc.,) or displays drawing in the correspond-
ing pixel position.

Inthe method as shown in FIG. 1, the TV screen requires no
change, only the light signal format during updating the TV
screen requires change, at the light signal receiving terminal,
a low-cost light coupling element and a main controller chip
are used to achieve the collecting and data processing of
plasma TV light signal, and wireless data transmission is
achieved via BLUETOOTH means, the TV conducts display-
ing or corresponding operation after receiving pixel coordi-
nate values.

For example, the following purpose can be achieved: if the
penpoint touches TV screen lightly, it is equivalent to single
click operation of a mouse; if the penpoint is used to double
click TV screen, it is equivalent to double click operationin a
computer; if the penpoint is pressed and moved on the screen,
it is equivalent to conducting drawing operation in a com-
puter. FIG. 2 is a schematic diagram of conducting drawing
by using a BLUETOOTH touch control pen on a plasma TV
screen according to the example of the present invention. The
BLUETOOTH touch control pen 202 conducts drawing on
the screen of plasma TV 201, any moving operation of the
touch control pen 202 on the screen will be displayed on the
screen.
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FIG. 3 is a structural schematic diagram of a BLUE-
TOOTH touch control pen according to the example of the
present invention. As shown in FIG. 3, the BLUETOOTH
touch control pen mainly comprises: a light coupling element
301, a filter amplifying circuit 302, a main controller 303 and
a BLUETOOTH radiofrequency module 304, wherein:
the light coupling element 301 is for collecting the light signal
carrying pixel position information by contacting the plasma
TV screen;
the filter amplifying circuit 302 is for transmitting the light
signal collected by the light coupling element 301 to the main
controller 303 after having been conducted filter amplifying
and shaping process;
the main controller 303 is for calculating the pixel coordinate
values of the contact point position of light coupling element
301 on the screen according to the received pixel position
information in the light signal;
the BLUETOOTH radiofrequency module 304 is for trans-
mitting the pixel coordinate values calculated by main con-
troller 303 via BLUETOOTH wireless transmission to the
plasma TV.

Inthe BLUETOOTH touch control pen as shown in FIG. 3,

light coupling element 301, by contacting the plasma TV
screen, collects the light signal carrying the time point of
screen-updating synchronizing signal, the time point of
updating the pixel residing line and the time point of updating
the pixel residing column;
The main controller 303 obtains the ordinate value of pixel
according to the time difference between the time point of
updating the pixel residing line and the time point of screen-
updating synchronizing signal, and obtains the abscissa value
of pixel according to the time difference between the time
point of updating the pixel residing column and the time point
of screen-updating synchronizing signal.

The BLUETOOTH touch control pen as shown in FIG. 3
also comprises:
control button 305, for controlling the turn on/off of BLUE-
TOOTH touch control pen, BLUETOOTH linking and the
turn on/off of the light coupling element;
an indication light 306, for indicating the operating state of
the BLUETOOTH touch control pen.

In addition, the BLUETOOTH touch control pen may fur-
ther comprises other elements such as a battery, a crystal
oscillator, storage and a USB charging upgrade port.

FIG. 41is a schematic diagram of the operating state switch-
ing of a BLUETOOTH touch control pen. As shown in FIG.
4, the BLUETOOTH touch control pen in the present inven-
tion has 6 operating states, which are respectively as: turning
off, pairing, clearing pairing list, operating, hibernating and
re-linking. The switching relationships among the states are
shown in FIG. 4.

During operation, the BLUETOOTH link between the
BLUETOOTH touch control pen and the plasma TV is built
firstly. At a first link, the BLUETOOTH touch control pen
enters into an initiative search mode, and searches a BLUE-
TOOTH-support TV. After the search is done, the BLUE-
TOOTH touch control pen automatically links the closest TV.
If a link was built previously, after turning on, the BLUE-
TOOTH touch control pen will automatically re-link the pre-
viously linked TV. After the BLUETOOTH link is success-
fully done, the user can conduct controlling by contacting the
touch control pen with any point on the plasma TV screen,
and also can conduct operations such as writing, drawing
within the text window of the screen. The touch control pen
automatically enters into low power mode when laid aside for
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6

a certain period of time, and if the user needs to use the touch
control pen again, just click the pen on the screen, then the pen
can be used immediately.

FIG. 5 is a structural schematic diagram of a plasma TV
according to the example of the present invention. As shown
in FIG. 5, the plasma TV comprises: a screen-updating con-
figuring module 501, a screen 502, a BLUETOOTH receiving
module 503 and an operation processing module 504,
wherein:
the screen-updating configuring module 501 is for configur-
ing all or part of the pixel points of the screen 502 to transmit
a light signal carrying pixel position information;
the BLUETOOTH receiving module 503 is for receiving the
pixel coordinate values transmitted by BLUETOOTH touch
control pen, and transmitting the pixel coordinate values to
the operation processing module 504;
the operation processing module 504 is for conducting a
corresponding operation according to the received pixel coor-
dinate values, and conducting predetermined operation or
displaying drawing in the corresponding pixel position etc.,
according to the received pixel coordinate values.

Wherein, the screen-updating configuring module 501 is
for configuring all or part of the pixel points of the screen 502
to transmit the light signal carrying the time point of screen-
updating synchronizing signal, the time point of updating the
pixel residing line and the time point of updating the pixel
residing column.

To sum up, by configuring all or part of the pixel points of
a plasma TV screen to transmit a light signal carrying pixel
position information, a touch control pen receiving the light
signal by contacting the screen, calculating the pixel coordi-
nate values of the position of the contact point on the screen
according to the pixel position information in the light signal,
and transmitting the calculated pixel coordinate values via
BLUETOOTH transmission to the plasma TV, the plasma TV
conducting a corresponding operation according to the
received pixel coordinate values, the technical solution of the
present invention realizes a new touch control manner for a
large screen plasma TV, expands the application field of the
plasma TV. And the solution has good user experience and
low cost. The solution conducts data transmission by means
of BLUETOOTH technology, has good versatility, high sig-
nal reliability, and strong anti-jamming capability, it also
utilizes traditional BLUETOOTH technology to be in com-
patible with the plasma TV having BLUETOOTH function
available in the market, and reduces redundancy of devices.
The BLUETOOTH technology consuming low-power during
standby time is also comparable to the traditional infrared
remote.

Hereinbefore are merely the preferable examples of the
present invention, which are not for restricting the protection
scope of the present invention. That is, any modifications,
equivalent substitutions and improvements without departing
from the spirit and scope of the present invention are within
the protection scope of the present invention.

What is claimed:

1. A control method of plasma TV, the method comprising
the steps of:

configuring all or part of the pixel points of a plasma TV

screen to transmit a light signal carrying pixel position
information, the pixel position information including a
time point of screen-updating synchronizing signal, a
time point of updating a pixel residing line and a time
point of updating a pixel residing column;

contacting the screen with a touch control pen to receive

the light signal, the touch control pen contacting the
screen at a contact point;
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calculating pixel coordinate values of the contact point on
the screen according to the pixel position information in
the light signal; and

transmitting the calculated pixel coordinate values to the

plasma TV via a short-range wireless transmission;

conducting a predetermined operation or displaying a

drawing in the corresponding pixel position with the

plasma TV according to the pixel coordinate values

received by the plasma TV:

wherein:
the pixel coordinate values of the contact point on the

screen are calculated according to the steps of:

obtaining an ordinate value of a pixel according to the
time difference between the time point of updating the
pixel residing line and the time point of screen-updat-
ing synchronizing signal; and

obtaining an abscissa value of the pixel according to the
time difference between the time point of updating the
pixel residing column and the time point of screen-
updating synchronizing signal.

2. The method according to claim 1, wherein:

the step of the contacting the screen includes the additional

steps:

collecting the light signal by contacting the screen with
a light coupling element of the touch control pen; and

conducting a filter amplifying and shaping process on
the collected light signal with a filter amplifying cir-
cuit of the touch control pen; and

the step of calculating the pixel coordinate values of the

position of the contact point on the screen according to
the pixel position information in the light signal includes
the additional step of calculating the pixel coordinate
values according to the pixel position information in the
light signal with a main controller of the touch control
pen after performing the step of conducting the filter
amplifying and shaping process; and

the step of transmitting the calculated pixel coordinate

values to the plasma TV via the short-range wireless
transmission includes the step of transmitting the calcu-
lated pixel coordinate values to the plasma TV via with
a short-range wireless radiofrequency module.

3. A short-range wireless touch control pen, comprising: a
light coupling element, a main controller and a short-range
wireless radiofrequency module; wherein:

the light coupling element collects a light signal carrying

pixel position information by contacting a plasma TV
screen at a contact point, the pixel position information
including a time point of screen-updating synchronizing
signal, a time point of updating a pixel residing line and
a time point of updating a pixel residing column;

the main controller is configured to calculate pixel coordi-

nate values of the contact point position of the light

8

coupling element on the screen according to the pixel
position information in the light signal collected by the
light coupling element;
the short-range wireless radiofrequency module transmits
5 the pixel coordinate values calculated by the main con-
troller to the plasma TV via a short-range wireless trans-
mission; and
the pixel coordinate values of the contact point are calcu-
lated according to the steps of:
obtaining an ordinate value of a pixel according to the
time difference between the time point of updating the
pixel residing line and the time point of screen-updat-
ing synchronizing signal; and

obtaining an abscissa value of the pixel according to the
time difference between the time point of updating the
pixel residing column and the time point of screen-
updating synchronizing signal.

4. The short-range wireless touch control pen according to
claim 3 further comprising: a filter amplifying circuit config-
ured to transmit the light signal collected by the light coupling
element to the main controller after conducting a filter ampli-
fying and shaping process.

5. The short-range wireless touch control pen according
claim 3 further comprising:

a control button configured to control the turning on and off
of the short-range wireless touch control pen, short
range wireless linking and the turning on and off of the
light coupling element; and

an indication light configured to indicate an operating state
of the short-range wireless touch control pen.

6. A plasma TV, comprising: a screen-updating configuring
module, a screen with pixel points, a short-range wireless
receiving module and an operation processing module,
wherein:

the screen-updating configuring module is for configuring
all or part of the pixel points of the screen to transmit a
light signal carrying pixel position information, the pixel
position information including a time point of screen-
updating synchronizing signal, a time point of updating
apixel residing line and a time point of updating a pixel
residing column;

the short-range wireless receiving module for receiving
pixel coordinate values transmitted by a short-range
wireless touch control pen, and transmitting the pixel
coordinate values to the operation processing module;

the operation processing module conducting a predeter-
mined operation or displaying a drawing in a corre-
sponding pixel position according to the received pixel
coordinate values.
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